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TROVIS 5573-0 avec affichage par symboles,  
TROVIS 5573-1 avec affichage graphique

	� 1 boucle de régulation primaire de chauffage, 1 boucle 
de chauffage direct, 1 boucle de chauffage secondaire 
et ballon ECS

	� 1 boucle de régulation du ballon de stockage en fonction 
de la température extérieure et 1 boucle de chauffage 
secondaire

	� 1 boucle ECS et 1 boucle de chauffage

	� 2 boucles de chauffage

APPAREILS ET APPLICATIONS POSSIBLES
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TROVIS 5578

	� 1 boucle de régulation primaire de chauffage, 1 boucle 
de chauffage direct, 2 boucles de chauffage secondaires 
et ballon ECS

	� 1 boucle de régulation du ballon de stockage en fonction 
de la température extérieure et 2 boucles de chauffage

	� 1 boucle de régulation du ballon de stockage en fonction 
de la température extérieure, 1 boucle de chauffage 
secondaire et 1 boucle ECS

	� 1 boucle ECS et 1 boucle de régulation primaire de 
chauffage, 1x boucle de chauffage direct et 1 boucle de 
chauffage secondaire

	� 1 boucle ECS et 2x boucles de chauffage

	� 3 boucles de chauffage

Version TROVIS 5578-E

	� 4 sorties 0-10 V ou PWM (configurables)

 – Régulation de la température de l’ECS par chauffage 
instantané de l’eau à l’aide d’une pompe de charge à 
vitesse régulée

 – Régulation du débit vers le ballon de stockage à l’aide 
d’une pompe de charge à vitesse régulée

 – Régulation du débit de l’ECS en fonction de la 
température de retour à l’aide d’une pompe de recir-
culation à vitesse régulée
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TROVIS I/O

	� Raccordement d‘un maximum de trois modules 
TROVIS I/O à un régulateur TROVIS 5578 via un 
bus d‘appareils

Chaque TROVIS I/O permet d‘ajouter une boucle de 
régulation de chauffage à tout schéma d‘installation 
configuré.

POLYVALENT ET MODULAIRE
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	� Visibilité maximale au niveau utilisateur, par ex. lors de 
l’aperçu hebdomadaire des durées d’occupation

	� Courbes de tendance pour l’affichage simultané de max. 
trois valeurs de fonctionnement sélectionnables enregis-
trées au cours des 14 derniers jours (par pas d’une min-
ute). Naviguez à travers les graphiques à l’aide du bou-
ton tourner-pousser pour rechercher les valeurs et les 
états associés. 

	� L’historique des données peut être transféré sur un ordi-
nateur pour analyse à l’aide du logiciel Data Logging 
Viewer.

	� Les listes d’alarmes et d’événements, pouvant contenir un 
maximum de 100 entrées chacune, fournissent des infor-
mations détaillées sur les derniers dysfonctionnements et 
les modifications de paramètres.

UTILISATION SIMPLE ET TRANSPARENTE

* sondes (code 44):  SF1 VF1

* er PA1-P01 modifié de 
 1.8 à 1.3 (pente, départ)

*

*
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ARCHIVAGE DE DONNÉES ET TRANSPARENCE

	� L’ensemble des réglages du régulateur peuvent être con-
sultés à l’aide du logiciel TROVIS-VIEW et imprimés à des 
fins d’archivage (mot clé : protocole de mise en service). 
Cela permet de conserver la trace de tout changement.

	� Avec le régulateur TROVIS 5578-E, les données sont 
transmises à l‘aide du logiciel TROVIS-VIEW via Ethernet. 
Comme alternative à TROVIS-VIEW, les réglages du ré-
gulateur peuvent également être transmis par Bluetooth 
en utilisant l‘application TROVIS 55Pro. Device type: TROVIS 5573-1 District Heating Controller

File name: ModelSystem.tro_55xx

Data point cannot be edited User-defined data point Data source

Data point can be edited Data point can be edited and read Error detection marking

Data point can be executed Internal data point Values outside range

Start temperature 25.0 °C
Haltezeit Starttemperatur  Rk2 0 Days
Temperature increase RK2 5.0 °C/24 h
Maximum temperature RK2 45.0 °C
Hold time of maximum temperature RK2 4 Days
Temperature reduction RK2 0.0 °C/24 h

CO2 - F07 Optimization
F07 OFF

CO2 - F08 Adaptation
F08 OFF

CO2 - F09 Flash adaptation
F09 OFF
Cycle time 20 min
Kp (gain) 0.0

CO2 - F11 Four-point characteristic
F11 OFF

CO2 - F12 Control mode: three-step [RK2] 0 to 10 V [Y2]
F12 ON
Kp 2.0
Tn 120 s
Tv 0 s
Ty 35 s
Hysteresis 5.0 °C
Minimum ON time 2 min
Minimum OFF time 2 min

CO2 - F13 Limitation of system deviation for OPEN signal
F13 OFF
Maximum system deviation 3.0 °C

CO2 - F14 Release RK2 at BI16
F14 OFF
Selection BI Activation at level [1]

CO2 - F16 Bedarf. 0-10V
F16 OFF
Lower transmission range 0.0 °C
Upper transmission range 120.0 °C

1.4. DHW circuit

CO4 - F01 Storage tank sensor SF1
F01 ON

CO4 - F02 Storage tank sensor SF2
F02 OFF
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Device type: TROVIS 5573-1 District Heating Controller
File name: ModelSystem.tro_55xx

Data point cannot be edited User-defined data point Data source

Data point can be edited Data point can be edited and read Error detection marking

Data point can be executed Internal data point Values outside range

CO1 - F13 Limitation of system deviation for OPEN signal
F13 OFF
Maximum system deviation 3.0 °C

CO1 - F14 Release RK1 at BI15
F14 OFF
Selection BI Activation at level [1]

CO1 - F15 Demand processing in RK1
F15 OFF

CO1 - F16 Demand processing, 0 to 10 V, input terminals 11/12
F16 OFF
Lower transmission range 0.0 °C
Upper transmission range 0.0 °C

CO1 - F17 Demand processing, binary, input terminals 03/12
F17 OFF
Selection BI Activation at level [1]

CO1 - F18 External demand 0 to 10 V
F18 OFF
Lower transmission range 0.0 °C
Upper transmission range 120.0 °C
Boost flow temperature demand 0.0 °C

CO1 - F20 External demand for heat due to insufficient heat supply
F20 OFF

CO1 - F21 Speed reduction of charging pump depending on charging progress
F21 OFF
Start pump speed control - limit SF2 40.0 °C
Stop pump speed control - limit SF2 50.0 °C
Min. pump speed signal/V 20 %

CO1 - F22 SLP rückl. abh.
F22 OFF

CO1 - F23 Differential temperature control
F23 OFF
Set point 20.0 °C
KP (influence factor) 1.0
Minimum speed 20 %

1.3. Heating circuit RK2

CO2 - F01 Room sensor RF2
F01 OFF

CO2 - F02 Outdoor sensor AF2
F02 OFF

CO2 - F03 Return flow sensor RüF2
F03 OFF
Limiting factor 1.0

CO2 - F04  Cooling control
F04 OFF

CO2 - F05 Underfloor heating, drying of jointless floors
F05 OFF
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Device type: TROVIS 5573-1 District Heating Controller
File name: ModelSystem.tro_55xx

Data point cannot be edited User-defined data point Data source

Data point can be edited Data point can be edited and read Error detection marking

Data point can be executed Internal data point Values outside range

System code number 4.1

1.2. Heating circuit RK1

CO1 - F01 Room sensor RF1
F01 OFF

CO1 - F02 Outdoor sensor AF1
F02 ON

CO1 - F03 Return flow sensor RüF1
F03 ON
Limiting factor 1.0

CO1 - F04 Cooling control
F04 OFF

CO1 - F05 Underfloor heating, drying of jointless floors
F05 OFF
Start temperature 25.0 °C
Haltezeit Starttemperatur Rk1 0 Days
Temperature increase RK1 5.0 °C/24 h
Maximum temperature RK1 45.0 °C
Hold time of maximum temperature RK1 4 Days
Temperature reduction RK1 0.0 °C/24 h

CO1 - F06 Speichersensor 2
F06 OFF

CO1 - F07 Optimization
F07 OFF

CO1 - F08 Adaptation
F08 OFF

CO1 - F09 Flash adaptation
F09 OFF
Cycle time 20 min
Kp (gain) 0.0

CO1 - F11 Four-point characteristic
F11 OFF

CO1 - F12 Control mode: three-step [RK1] 0 to 10 V [Y1]
F12 ON
Kp 2.0
Tn 120 s
Tv 0 s
Ty 35 s
Hysteresis 5.0 °C
Minimum ON time 2 min
Minimum OFF time 2 min

Date, time: 08.06.2021 08:42       Page 4/17 Customer
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	� L’application TROVIS 55Pro pour techniciens est disponible 
pour les appareils “intelligents” compatibles Bluetooth® et 
fonctionnant avec le système d’exploitation Android™.

	� Les listes de données peuvent être configurées par l’utilisa-
teur dans l’appli TROVIS 55Pro, ce qui permet de regrou-
per tous les points de données du régulateur de différents 
niveaux que vous considérez comme importants sur votre 
écran d’accueil personnalisé.

	� La fonction Trend viewer permet de visualiser les données 
enregistrées par le régulateur sous forme de graphiques 
de différentes couleurs.

	� Un fichier TROVIS-VIEW est créé sur votre smartphone ou 
tablette lors de la lecture de la configuration du régula-
teur. Lors de l’écriture de la configuration, les données sont 
transmises au régulateur. Cette fonction est similaire aux 
options jusqu’ici disponibles lors de l’utilisation d’un mod-
ule mémoire. Elle présente l’avantage de sauvegarder et 
de gérer un nombre presque illimité de configurations de 
régulateurs et de les transmettre à vos collègues. 
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[Internet]

 5573

 5578-E

COMMUNICATION MULTIPLE
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TROVIS 5578-E avec interface Ethernet intégrée 
et fonction SAM HOME

	� Connexion à SAM DISTRICT ENERGY  
via un routeur Internet

	� Communication Modbus-TCP/IP
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COMMUNICATION MULTIPLE

Communication M-bus intégrée pour max. 3 compteurs 
M-bus

	� Standard dans le TROVIS 5578, en option dans  
le TROVIS 5573 (exécution TROVIS 5573-11)

	� Les données des compteurs de chaleur récupérées via 
M-Bus, importantes pour la facturation, sont accessibles 
via Modbus.

	� Limitation de débit et/ou de puissance configurable dans 
deux (TROVIS 5573-11) ou trois (TROVIS 5578) boucles 
de régulation.

TROVIS 5578 avec une interface RS-485 
séparée galvaniquement. Configurable comme :

	� Modbus RTU

	� Bus d‘appareils
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 5573  5578-E

RS-485 2 fils Modbus RTU

Module de communication 
RS-485 (8812-2002)

Protection contre les  
surtensions SA5000  
(1400-9868)

Protection contre les 
surtensions SA5000  
(1400-9868)
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SAMSON RÉGULATION S.A.S.

1, rue Jean Corona . 69120 Vaulx-en-Velin, France
Téléphone: +33 4 72 04 75 00
E-mail: france@samsongroup.com · Internet: www.samsongroup.com

SAMSON AT A GLANCE

PRODUCTION SITES
– SAMSON Germany, Frankfurt, established in 1916
 Total plot and production area: 150,000 m²
– SAMSON France, Lyon, established in 1962
 Total plot and production area: 23,400 m²
– SAMSON Turkey, Istanbul established in 1984
 Total plot and production area: 11,053 m²
– SAMSON USA, Baytown, TX, established in 1992
 Total plot and production area: 9,200 m²
– SAMSON China, Beijing, established in 1998
 Total plot and production area: 10,138 m²
– SAMSON India, Pune district, established in 1999
 Total plot and production area: 18,000 m²
– SAMSON Russia, Rostov-on-Don, established in 2015
 Total plot and production area: 5,000 m²
– SAMSON AIR TORQUE, Bergamo, Italy
 Total plot and production area: 27,684 m²
– SAMSON CERA SYSTEM, Hermsdorf, Germany
 Total plot and production area: 14,700 m²
– SAMSON KT-ELEKTRONIK, Berlin, Germany
 Total plot and production area: 1,060 m²
– SAMSON LEUSCH, Neuss, Germany
 Total plot and production area: 18,400 m²
– SAMSON PFEIFFER, Kempen, Germany
 Total plot and production area: 35,400 m²
– SAMSON RINGO, Zaragoza, Spain
 Total plot and production area: 18,270 m²
– SAMSON SED, Bad Rappenau, Germany
 Total plot and production area: 10,370 m²
– SAMSON STARLINE, Bergamo, Italy
 Total plot and production area: 26,409 m²
– SAMSON VDH PRODUCTS, the Netherlands
– SAMSON VETEC, Speyer, Germany
 Total plot and production area: 27,090 m²

STAFF
– Worldwide 4,500
– Europe 3,700
– Asia 600
– Americas 200
– Frankfurt am Main, Germany 2,000

INDUSTRIES AND APPLICATIONS
– Chemicals and petrochemicals
– Food and beverages
– Pharmaceuticals and biotechnology
– Oil and gas
– Liquefied Natural Gas (LNG)
– Marine equipment
– Power and energy
– Industrial gases
– Cryogenic applications
– District energy and building automation
– Metallurgy and mining
– Pulp and paper
– Water technology
– Other industries

PRODUCTS
– Valves
– Self-operated regulators
– Actuators
– Positioners and valve accessories
– Signal converters
– Controllers and automation systems
– Sensors and thermostats
– Digital solutions

SALES SITES
– More than 50 subsidiaries  
 in over 40 countries
– More than 200 representatives


